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safe+

A Nanoparticulele de argint incorporate in glazura placilor de gresie portelanati CESAROM ®safe+™ elimind activ 99,99% din
99 0 bacterii si microbi, inhiba dezvoltarea mucegaiului si raspandirea bacteriilor. /
9970

Silver nanoparticles in the glaze of CESAROM® safe+™ tiles destroy 99.99% of bacteria and microbes, inhibiting mold growth and bacterial
PROTECTIE ot
anmiBacTeRiana  Multiplication.

Protectia ANTIBACTERIANA inglobatéin noua gama CESAROM safe+™ este PERMANENTA

2 4 /7 si nu afecteaza calitatea si nuanta placilor. / The ANTIBACTERIAL protection included in the new CESAROM® safe+™ range is
PERMANENT and has no effect on the tiles quality or color.

Protectia ANTIBACTERIANA CESAROM safe+™ nu necesita activare cu dispozitive UV ca in cazul altor produse de
pe piata./ CESAROM® safe+™ ANTIBACTERIAL protection does not require any activation with UV devices as other products on
the market.
% »: Nanoparticulele de argint maresc proprietatile igienice si prospetimea spatiului indiferent de prezenta razelor UV sau de
perioada zilei / Silver nanoparticles increase the hygienic properties and freshness of the space regardless of the presence of UV rays or the
time of day..

* X % Protectia ANTIBACTERIANA este garantata pe toata durata de viata a placilor CESAROM® safe+™, atat a interior, cat
(R[Z3 11719 sila exterior indiferet de anotimp sau conditii meteo./ CESAROM® safe+™ tiles provide permanent ANTIBACTERIAL protection
LLLULLLIY  throughout their lifetime, both indoors and outdoors, -in any season or weather condition.

* ¥

A| MEDIUMAI CURAT & COSTURI de INTRETINERE MAI MICI/ CLEANER ENVIRONMENT AND LOWER MAINTENANCE COSTS.
Nanoparticulele de argint distrug ciclul de viatd al bacteriilor. Astfel, suprafetele placate cu noua gama CESAROM ®safe+™ au
costul de intretinere si curatare mult mai redus. Oferd aer proaspat fara mirosuri neplacute, un mediu mai putin poluat prin

Agoq? reducerea consumului de agenti chimici agresivi de curatare./ Silver nanoparticles destroy bacteria, thus, surfaces coated with the new
CESAROM® safe+™ range provide fresh air, free of unpleasant odors, a less polluted environment by reducing the use of aggressive chemical

\/ cleaning agents, and lower the maintenance and cleaning costs.

CESAROM® safe+™ & CEMIX® SilverCol
SOLUTIEANTIBACTERIANA COMPLETA / CESAROM® safe+™ & CEMIX® SilverCol
are COMPLETE ANTIBACTERIAL SOLUTIONS
’ Pentru protectie ANTIBACTERIANA completd recomandam rostuirea gresiei portelanate din gama CESAROM ®safe+™ utilizand
“ chitul de rosturi CEMIX® SilverCol chit cu aceleasi proprietati antibacteriene./ We recommend jointing the CESAROM ®safe-+™
tile range using the CEMIX® SilverCol joint grout, with the same antibacterial properties.

SOLUTIE ANTIBACTERIANA CERTIFICATA / CERTIFIED ANTIBACTERIAL SOLUTION

Noua gamé CESAROM safe+™ este certificatd in laboratoarele germane QualityLabs BT GmbH conform standardului
international 1S0 22916./ The new CESAROM “safe+™ range has been certified by the German QualityLabs BT GmbH in accordance with 150
27916

:{3 Quality
La i_;l_ s

Certificatele CESAROM®safe+™ le puteti consulta pe www.cesarom.ro/safeplus / You can find CESAROM®safe+™
certificate on www.cesarom.ro/safeplus




CESAROM

Ceeste CESAROM safe+™ sicum functioneaza
Whatis CESAROMC®safe+™ and how does it work?

Capacitatea nanoparticulelor de argint de a distruge
microorganismele infectioase face din argint unul dintre cei mai
puternici agenti antimicrobieni. Nanoparticulele de argint eliberate
pe suprafete distrug proteinele agentilor patogeni.

The ability of silver nanoparticles to destroy contaminating microorganisms
makes silver one of the most powerful antimicrobial agents. Silver
nanoparticles released on surfaces destroy the proteins of pathogens.

Gresia portelanata CESAROM®safe+™ este tratatd ireversibil cu o
dispersie coloidald de nanoparticule de argint (AgNP), protectie
mglobata in structura placilor Tnainte de ardere. /
CESAROM®safe+™ tiles are irreversibly treated with a colloidal dispersion
of silver nanoparticles (AgNP), protection embedded in the structure of the
tiles before firing.

Prin arderea pldcilor CESAROM®safe+™ la 1200 C° se creeazd o
bariera bacteriostatica, igienica, mtrmseca ce nu se degradeaza in
timp. / By burning the CESAROM®safe+™ plates at 1200 C, a
bacteriostatic. hygienic, intrinsic barrier is created, which does not
deteriorate over time

Nanoparticulele de argint raman inglobate in placi, inhiband
proliferarea bacteriilor si a altor microorganisme. / The silver
nanoparticles remain embedded in the tiles, inhibiting the proliferation of
bacteria and other microorganisms.

Aplicatia de nanoparticule Ag nu este toxicd, ea fiind obtinuta printr-
0 sinteza chimica verde, prietenoasa mediului./ The application of Ag
nanoparticles is non-toxic, it is obtained through a green, environmentally
friendly chemical synthesis.

Testarea esantioanelor de gresie portelanati CESAROM®safe+™ a
fost realizatd in laboratoarele germane QualityLabs BT GmbH in
conformitate cu 1S0 22916. / The testing of CESAROM ®safe+™ tile
samples was carried out in the Qualitylabs BT GmbH laboratories in
accordancewith 15022916.

In teste s-au folosit esantioane de plici CESAROM® netratate si
esantioane de placi CESAROM safe+™tratatecu nanopartlcule de
Ag | Untreated CESAROM®tile samples and CESAROM “safe+™ tile
samples treated with Ag nanoparticles were used in the tests

Evolutia activitatii bacteriene pe suprafata netratata / Evolution of
bacterial activity on untreated area:

Jore 16 ore wore  DUP@ 24 de ore microbii i
bacteriile s-au inmultit de la
12.500 la 160.000./ After 24
hours microbes and bacteria

12.500 ———>>160.000 1 yi51from 12,500 t0 160,000

Evolutia activitatii bacteriene pe suprafata CESAROMCsafe+™ |
Evolution of bacterial activity on a CESAROM ®safe+™area:

20re 16 ore aore  Dupd maxim 24 de ore microbii
si bacteriile s-au redus in
proportie de 99,99%
pe gresia portelanata
12500 — » <10  CESAROM®safe+™ de la

12.500 la mai putin de 10.

| After a maximum of 24 hours, microbes and bacteria are reduced by
99.99% on CESAROM ®safe+™ tiles from 12,500 to less than 10.

DESTINATII CESAROM safe+™ |
CESAROM®safe+™ DESTINATIONS

REZIDENTIAL / REZIDENTIAL

HOTELURI/ HOTELS
RESTAURANTE / RESTAURANTS

SCOLI, GRADINITE / SCHOOLS, KINDERGARTENS
CABINETE MEDICALE / MEDICAL OFFICE
LABORATOARE / L ABORATORIES

\_é! BIROURI / OFFICES
= J INSTITUTII PUBLICE / PUBLIC INSTITUTIONS

SPA, PISCINE / WELLNESS
=) SALIDE FITNESS / FITNESS CENTERS
SPATII COMERCIALE / COMMERCIAL CENTERS

TOALETE PUBLICE / PUBLIC TOILETS

Lista cu produsele din gama CESAROM®safe+™ o puteti consulta pe
www.cesarom.ro/ The ist of products in the CESAROM “safe+™ range are available
0N WWW.CEsarom.ro

Cautati produsele cu eticheta Search in CESAROM® stores
in ambalaje CESAROM®safe+™ and Fa[tner stores for products

labeled in CESAROM“safe+™
packaging.




Gresii Portelanate RECTIFICATE | RECTIFIED Porcelain Tile
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6460-0271 Crust.
gri/gray | mat/matt

B [5]

6460-0279 Essential Silver
gri/gray | mat-lucios/matt-glossy

60 x 30

vl2

£ ve

6460-0276 Move
gri/gray | mat/matt

6460-0273 Piedra
gri/gray | mat/matt

6460-0267 Quartz
grej/greige | mat/matt
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6460-0272 Crust
gri/gray | mat/matt

6460-0280 Essential Denim
indigo/indigo | mat-lucios/matt-glossy

6460-0277 Move
antracit/anthracite | mat/matt

6460-0274 Piedra

bej/beige | mat/matt

6460-0268 Quartz
griinchis/dark gray | mat/matt

cm m?2 m? k¢ brutto ke
Produs / Product IQ EN =g (= ] E y
2 Gresie portelanatd rectificata / Rectitified porcelain floor tile 60x30x09 EN 14411: Annex G, Bla GL 7 1,26 40 50,40 23,6 960



CESAROM

6460-0275 Statuario E

alb/white | mat/matt

6460-0269 Tanum 6460-0270 Tanum sate+ [l I3
gri deschis/light gray | mat/matt m E antracit/anthracite | mat/matt -

6460-0278 Traver ﬁ E

bej/beige | mat/matt

6460-0281 Wright ﬁ IZI

gri/gray | mat/matt

cm m? m?

Produs / Product IQ EN G E [

=t

60 x 30

|2

BE V3

60x30

vls

= V2

brutto kg

Gresie portelanatd rectificata / Rectified porcelain floor tile 60x30x09 EN 14411: Annex G, Bla GL 7 1,26 40 50,40

236

960



Trepte portelanate | Porcelain stair tiles

— 3 - r - S
6806-0037 Crust
gri/gray | mat/matt

60 x 30

6806-0038 Granito E 6806-0039 Granito M E

gri/gray | mat/matt maro/brown | mat/matt

Produs / Product [|i| EN 6 E o %ﬁ E hr%%g

Treaptd portelanatd / Porcelain stair tile 60x30x09 EN 14411: Annex G, Bla GL 6 1,08




6806-0040 Piedra
gri/gray | mat/matt

6806-0042 Quartz
grej/greige | mat/matt

6806-0045 Statuario
alb/white | mat/matt

6806-0046 Tanum
gri deschis/light gray | mat/matt

B [4]

6806-0044 Traver
bej/beige | mat/matt

Produs / Product

EN

CESAROM

6806-0041 Piedra

bej/beige | mat/matt

6806-0043 Quartz m

griinchis/dark gray | mat/matt

B [<]

6806-0047 Tanum
antracit/anthracite | mat/matt

=t

60 x 30

60 x 30

50 V2

K R10

brutto kg

Treapta portelanatd / Porcelain stair tile

EN 14411: Annex G, Bla GL



il Concrete

ki brutto k¢
Produs / Product | EN E (== E @g

Faianta / Wall tile 60x30x09 EN 14411: Annex L, BIII GL 50,40 236 960
Gresie portelanata/ Porcelain floor tile Ghx45x0,9 EN 14411: Annex G, Bla 6L 73,84 26,3 1395




2060-0119 Goncrete
gri/gray | mat/matt

2060-0120 Concrete
gri/gray | mat/matt

2060-0128 Concrete
gri/gray | mat/matt

6046-0529 Concrete
gri/gray | mat/matt

2060-0127 Concrete
multicolor/multicolour | mat/matt

60x30

me- V2

60x30

me

60x30




il Cream

Produs / Product

brutto kg

EN 14411 Annex L, BIll GL

Faianta / Wall tile

Decor / Insert

Bréu / Listel

Gresie portelanatd/ Porcelain floor tile

60x30x09
60x3x09
60x3x1
Lhx45x09

EN 14411 Annex L, BIIl GL
EN 14411 Annex L, Bla GL
EN 14411: Annex G, Bla GL

960




CESAROM

60x30

me

=i V2

2060-0114 Cream
bej/beige | mat/matt

me
BeL V2

2060-0115 Cream
bej/beige | mat/matt

| I ~ | | -l I == J % .
<p Y S P BN S v
“1 T ]'T [ {3 il .| T ]'T | L
<l Pl ol ol PN 45
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2660-0105 Cream

bej/beige | mat/matt

60x3

6606-003 S %ﬂ%
#] R

45 x 45

2

=5 V2

6046-0530 Cream

bej/beige | mat/matt



Firenze

Produs / Product [Q EN (= @ = % E b%ég
Faianta / Wall tile 60x30x0,9 EN 14411: Annex L, BIIl GL 7 1,26 40 50,40 23.6 960
Bréau / Listel 60x3x09 EN 14411: Annex L, BIIl GL 20 0,36

Gresie / Floor tile 45x45x09 EN 14411: Annex G, BIll GL 7 1,42 b2 73.84 17 1267



2060-0105 Firenze
alb/white | mat/matt

2060-0106 Firenze
alb/white | mat/matt

4046-0118 Firenze
alb/white | mat/matt

6606-0036 Metalic

CESAROM

60 x 30

60x3

45 x 45
g
#a V3



Purity

Produs / Product IQ EN E é = % E M%S
Faianta / Wall tile 60x30x09 EN 14411 Annex L, BIIl GL 7 1,26 40 50,40 236 960
Decor / Insert 60x3x09 EN 14411 Annex L, BIIl GL 6 1,08

12 Gresie/ Floor tile Lhx4hx09 EN 14411: Annex G, BIll 6L 7 142 52 73,84 3.7 1257



60 x 30
= v3
2060-0116 Purity
bej/beige | lucios/glossy
60 x 30

me

2660-0111 Purity
bej/beige | lucios/glossy

45 x 45
he
2 s

(3]

4046-0119 Purity
bej/beige | lucios/glossy



2 2 brutto ki
Produs / Product LJ EN =l @9

Faianta / Wall tile 60x30x0,9 EN 14417: Annex L, BIII GL X 960
Decor / Insert 60x3x09 EN 14411: Annex L, BIII GL
Gresie portelanatd rectificata/ Rectified porcelain floor tile 60x30x09 EN 14411: Annex G, Bla GL ) 960




CESAROM

60x30 —

me

5 V2

2060-00109 Tanum
gri deschis/light gray | mat/matt

60 x 30 e

Ve

=0 V2

2060-0110 Tanum
gri deschis/light gray | mat/matt

| |
V2
2660-0102 Tanum
gri/gray | mat/matt
60x 30 —_—

¥|o
.EI V2

K R10

6460-0269 Tanum m E 6460-0270 Tanum M

gri deschis/light gray | mat/matt antracit/anthracite | mat/matt



Unique mat

m? m? ki brutto ki
Produs / Product I EN (= (=g = =] & %g
Faianta / Wall tile 60x30x09 EN 14411: Annex L, BIII GL 7 1,26 40 50,40 23,6 960
Decor / Insert 60x3x0,9 EN 14411: Annex L, BIII GL b 1,08
Gresie portelanata rectificata/ Rectified porcelain floor tile 60 x 30x 0,9 EN 14411 Annex G, Bla GL 7 1,26 40 50,40 23,6 960



2060-0104 Unique
gri/gray | mat/matt

2060-0124 Unique
gri/gray | mat/matt

',

6460-0269 Tanum
gri deschis/light gray | mat/matt

CESAROM

60x30

me

RERAYA |

2060-0102 Unique
alb/white | mat/matt

2060-0117 Unique
alb/white | mat/matt

2060-0122 Unique
alb/white | mat/matt

2060-0125 Unique
alb/white | mat/matt

6460-0270 Tanum
antracit/anthracite | mat/matt




Unique glossy

—
V‘.

cm m? m? ki brutto ki
Produs / Product I EN =] =] E %ﬁl
Faianta / Wall tile 60x30x09 EN 14411: Annex L, BIII GL 1.26 40 50,40 236 960
Decor / Insert 60x3x09 EN 14411: Annex L, BIII GL 1.08
18 Gresie portelanatd rectificatd/ Rectified porcelain floor tile 60x30x09 EN 14411 Annex G, Bla GL

1,26 40 50,40 236 960



2060-0103 Unique
gri/gray | lucios/glossy

2060-0123 Unique
gri/gray | lucios/glossy
-
v
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2060-0130 Unique
multicolor/multicolour | lucios/glossy

6460-0276 Move ot

gri/gray | mat/matt

CESAROM

2060-0101 Unique
alb/white | lucios/glossy

2060-0121 Unique
alb/white | lucios/glossy

2060-0108 Unique
alb/white | lucios/glossy

.i||||mu||“n

2660-0109 Unique
multicolor/multicolour | lucios/glossy

6460-0277 Move
antracit/anthracite | mat/matt

60x 30

me

WAl

60x30

60x30
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Gresii de interior | Interior floor tiles

Beauty

45 x 45

uem V4

4046-0136 Beauty m
gri/gray | lucios/glossy

Ceppo

45 x 45

£ Ve
4046-0126 Ceppo
gri/gray | lucios/glossy
cm m2 m? ke brutto k
Produs / Product 10 EN =g (=g ] E 1
Gresie / Floor tile Lhx45x09 EN 14411 Annex 6, BIII GL 7 142 52 73,84 2.7 1257



CESAROM

Limestone

45 x 45

unm \/4

4046-0127 Limestone E
bej/beige | lucios/glossy

.

4046-0125 Mirage
gri /gray | lucios/glossy

m?

Produs / Product [@ EN =g E = & E br%gég

Gresie / Floor tile Lhx45x09 EN 14411 Annex 6, BIII GL 7 1.42 52 73,84 237 1257 21



Gresii de interior | Interior floor tiles

Produs / Product [E EN = E = %ﬁ @ hr%g

22 Gresie / Floor tile Lhx45x09 EN 14411: Annex G, BIII GL 7 142 b2 73,84 237 1257



4046-0128 Karo
maro/brown | lucios/glossy

4046-0130 King
maro/brown | lucios/glossy

4046-0122 Living
maro/brown | mat/matt

2]

4046-0129 King
gri/gray | lucios/glossy

CESAROM’

King
45 x 45

unm V4

23
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STILURI MONTAJ

60x30cm 60x 20 cm 60 x 30 si
45 x 45 cm

[ - e e
LT T T 1 e S W s

[ [ [ [ | LT T T 7 | [ [ [ ]
LI T T ] Se va monta cu un decalaj | | | | | |

Se va monta cu un decalaj de maxim 18 cm LT T T T 1

de maxim 18 cm

L
s

L I A 1
[ I 1

I I s SNy C T —T 1

. | = | ]
NU se va monta cu un decalaj
de 30 cm

NU se va monta cu un decalaj
de 30 cm

RECOMANDARI PRIVIND UTILIZAREA PLACILOR CERAMICE

W4 | .a cumparare asigurati-va ca placile cu acelasi cod au acelasi marcaj pe cutie, in ceea ce priveste calitatea, nuanta, calibrul si
data de fabricatie.

% Pentru a obtine un efect natural al suprafetei va sugeram ca inainte de a placa o suprafata sa selectati placi din mai multe cutii
si sa le mixati intre ele sau chiar sa incercati rotirea placilor cu 180° sau 90°.

% Suprafata de montaj trebuie sa fie corect pregatita pentru placare: rezistenta, fara denivelari, curata si uscata.

% Utilizati adezivi si chituri recomandate pentru placi ceramice, tindnd cont si de particularitatile suportului de montaj. Se
recomand3 flexibilizarea adevizilor rigizi sau folosirea adezivilor elastici in cazul suporturilor de montaj sensibile (gips, carton,
BCA, placi ipsos etc).

% Placarea se executa numai cu personal calificat respectand normele in vigoare.

% inainte de montaj asigurati-va ca montatorul a citit toate recomandarile si instructiunile de pe cutiile placilor ceramice.
Studiati cu atentie si respectati instructiunile de utilizare furnizate de producatorii de adezivi, chituri si echipamente de taiere
a placilor ceramice.

w Nu folositi produse abrazive pentru curatarea placilor ceramice pentru ca pot afecta culoarea si suprafata acestora.

% Recomandam folosirea detergentilor menajeri diluati Tn apa.

% Dupa montaj nu se accepta reclamatii referitoare la defectele vizibile, initiale ale placilor.

% Zona marcata pe cutie da indicatii asupra lotului (calibru, nuanta, data de fabricatie, calitate) si este utila in caz de
reaprovizionare sau reclamatii.

RECOMMENDATIONS REGARDING THE USE OF CERAMIC TILES:

% On purchasing, make sure that the tiles with the same code have the same information on the box regarding the quality, shade,
caliber and production date.

% Before laying the tiles, we suggest you select from several boxes and mix the tiles to achieve a natural aspect including rotating
them by 180° or 90°.

% The surface to be tiled must be correctly prepared: resistant, flat, clean and dry.

" Use adhesives and cement mortars recommended for setting ceramic tiles, also taking into account the particularities of the
surface to be tiled. It is recommended to render the adhesive more flexible or to use elastic adhesives in the case of sensitive
surfaces to be tiled (plasterboards, ACC, light panels, etc).

¥ The tiling must be performed only by qualified personnel, according to the norms in force.

% Study carefully and comply with the instructions provided by the manufacturers of adhesives, jointing materials and cutting
instruments.

% Do not use abrasive products for cleaning, use only common household detergents diluted in water, other products may
deteriorate the colors and surfaces.

v No complaints will be accepted after the tiling regarding initially visible defects of the tiles.

% The marked area on the box indicates the batch (caliber, shade, production date, quality) and helps in case of purchase or
claims.

Culorile prezentate in acest catalog pot sa difere fata de culoarea reald a placilor ceramice.
The colours you see in this catalogue may differ from the actual colour of the ceramic tiles.



Marcaje importante pe ambalaj / Important markings on packaging

Marcaj calibru:

Reprezinta dimensiunea de
Simbol nuanta: fabricatie (mm). Este
Notat printr-o combinatie caracteristica formatului.
de Litera+Cifra, Va rugdm sa verificati
nuanta este 0 tabelele de calibre aflate pe
caracteristica a lotului. cutii sau mai jos.

Marcaj calitate:
Notat calitatea I. (inti) - Data de
sau calitatea MS. fabricatie

Indicativ sortator
Garanteaza sortarea
de calitate al
suprafetei placilor.

Numele Culoarea Finisajul produsului Indicativ clasa PEI

colectiei produsului Reprezinta aspectul Reprezinta clasa de rezistenta la
suprafetei: abraziune si indica orientativ
mat sau lucios. destinatia placilor.

Vedeti descrierea

claselor PEI pe cutiile de gresie
sau pe coperta catalogului.

Calibers marking:
shad bl Calill()er_s re;[lres%n}ts.th{ah
ade symbol: work sizes (mm). It is the . .
SAP Marked gs a combination of | characteristic of the format %uallty gla{r.kma: ted:
Letter and Number, Please check the calibers 1.$3V1m Uh's. printed:
product the shade is a characteristic | printed on the boxes.. : for 1st choice Date of

code of every batch. MS: for Znd choice production

. Color of Product finishing PEl class value: Sorting indicator
Collection name product Represents the Defines the value of abrasion Guarantees the quality

appearance of resistance class and indicates of the ceramic surface
the surface: ahe spg_ce it shgul{i be used sorting

epending on the locations
matte or glossy traffic rate

25
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CARACTERISTICI TEHNICE / TECHNICAL CHARACTERISTICS

Placi si dale ceramice presate uscat E> 10% Grupa B |ll (FAIANTA) / Dry pressed ceramic tiles E >
10% Group B Il (Wall tile]

Valori admise conform

Valori admise
conform standardului

e SR EN 14411 Metoda de
Caracteristici / o SF/ .
Characteristics Admissible values - Admissible values ECCHTEETE
SREN 14417 e o G Test method
74417 Annex L,Group B /Il Standard
A. Dimensiuni si calitatea suprafetei / Dimensions and surface quality
1.Lungime si latime / Length and width +0.5% +0.4% SR EN ISO 10545-2
2. Grosime / Thickness +10 % +5% SR EN ISO 10545-2
3. Liniaritatea muchiilor / Edges linearity +0.3% +0.2% SR EN ISO 10545-2
4. Rectangularitatea / Rectangularity +0.5% +0.4% SR EN ISO 10545-2

5. Curbura centrald / Centre curvature

+05%/-0.3%

+04%/-02%

SR EN ISO 10545-2

6. Curbura laterala / Lateral curvature

+05%/-0.3%

+0.4%/-02%

SR EN ISO 10545-2

7. Voalul / Warpage

+05%

+0.4%

SR EN IS0 10545-2

8. Calitatea suprafetei / Surface quality

min. 95% din placi nu prezinta defecte / min. 95% of

tiles are without visible defects

SR EN ISO 10545-2

B. Proprietati fizice / Physical properties

Media / Average > 10 %

1. Absorbtia de apd / Water absorbtion Valoare individuala / 10+20% SR EN ISO 10545-3
Individual value min. 9 %
2. Forta de rupere / Breaking strenght
. . > 600N > 600N
a) grosimea / thickness > 7,5 mm > 200 N > 200 N SR EN ISO 10545-4

b) grosimea / thickness < 7,5 mm

3. Rezistenta la incovoiere /
Modulus of rupture

a) grosimea / thickness > 7,5 mm
b) grosimea / thickness < 7,5 mm

min. 12 N/mm?2
min. 15 N/mm?2

min. 12 N/mm?2
min. 15 N/mm?2

SR EN ISO 10545-4

4.Rezistenta la harisare /
Crazing resistance

Conform cerintei /
As required

rezista / resisting

SR EN SO 10545-11

5. Rezistenta la soc termic /
Thermal shock resistance

Conform cerintei /
As required

rezista / resisting

SR EN ISO 10545-9

6. Coeficientul de dilatare termica liniara
de la temperatura ambianta la 100°C /
Linear thermal expansion from ambient
temperature of 100°C coefficient

Declarata de producator /
Declared by manufacturer

max. 8X10-¢ 1/K

SR EN SO 10545-8

7. Dilatarea la umiditate /
Dilation to humidity

Declarata de producator /
Declared by manufacturer

max. 0.60 mm/m

SR ENISO 10545-10

C. Proprietati chimice / Chemical properties

1. Rezistenta la patare /

. . min. class 3 min. class 3 SR EN ISO 10545-14
Resistance to staining
2. Rezistenta la produse chimice
menajere / Resistance to household min class B min class A SR EN ISO 10545-13

chemicals

3. Rezistenta la acizi si baze de
concentratii mici / Resistance to acids
and bases of low concentrations

Declarata de producator /
Declared by manufacturer

min class LA

SR EN SO 10545-13

4. Rezistenta la acizi si baze de
concentratii mari / Resistance to acids
and bases of high concentrations

Declarata de producator /
Declared by manufacturer

min class HB

SR EN IS0 10545-13

5. Emisie de plumb si cadmiu / Lead and
Cadmium emission

Declarata de producator /
Declared by manufacturer

Pb < 0,8 mg/dm?
Cd < 0,07 mg/dm?

SR ENISO 10545-15




Plici si dale ceramice presate uscat E < 0,5% Grupa B la (GRESIE) / Dry pressed ceramic tiles

E <0,5% Group B la [Floor tile]

Caracteristici /
Characteristics

Valori admise conform
SR EN 14411/
Admissible values - SR EN
14411 Annex G, Group B la

Valori admise conform
standardului SF /
Admissible values

according to SF Standard

Metoda de
determinare /
Test method

A. Dimensiuni si calitatea suprafetei / Dimensions and surface quality

1. Lungime si latime / Length and width +0.6 % +0.3% SR EN IS0 10545-2
2. Grosime / Thickness +5% +5% SR EN ISO 10545-2
3. Liniaritatea muchiilor / Edge linearity +0.5% +0.25% SR EN IS0 10545-2
4. Rectangularitatea / Rectangularity +0.5% +0.3% SR EN IS0 10545-2
5. Curbura centrala / Central curvature +05% +0.25% SR EN SO 10545-2
6. Curbura laterala / Lateral curvature +0.5% +0.25% SR EN IS0 10545-2
7. Voalul / Warpage +0.5% +0.25% SR EN ISO 10545-2

8. Calitatea suprafetei / Surface Quality

min. 95% din placi nu prezinta defecte / min. 95% of
tiles are without visible defects

SR EN SO 10545-2

B. Proprietati fizice / Physical properties

1. Absorbtia de apa / Water absorbtion

E < 0,5%
individual max. 0,6 %

E <0,5%
individual max. 0,6 %

SR EN SO 10545-3

2. Forta de rupere / Breaking strenght
al) grosimea / thickness > 7,5 mm
b) grosimea / thickness < 7,5 mm

> 1300 N
> 700 N

> 1300 N
> 700 N

SR EN ISO 10545-4

3. Rezistenta la incovoiere /
Modulus of rupture

min. 35 N/mm?2
individual min. 32 N/mm?

min. 35 N/mm?
individual min. 32 N/mm?

SR EN SO 10545-4

4.Rezistenta la harisare /
Crazing resistance

Conform cerintei /
As required

Rezistd / Resisting

SR EN SO 10545-11

5. Rezistenta la soc termic /
Thermal shock resistance

Conform cerintei /
As required

Rezista / Resisting

SR EN ISO 10545-9

6. Coeficientul de dilatare termica liniara
de la temperatura ambianta la 100°C /
Linear thermal expansion from ambient
temperature of 100°C coefficient

Declarata de producator /
Declared by manufacturer

max. 8X10-¢ 1/K

SR EN ISO 10545-8

7. Rezistenta la abraziune /
Resistance to abrasion

al Rezistenta la abraziune profunda a
placilor neglazurate (UGL) /
Resistance to deep abrasion of
unglazed tiles

max. 175 mm?

max. 175 mm?

SR EN IS0 10545-6

b) Rezistenta la abraziune a placilor
glazurate (GL) / Resistance to
abrasion of glazed tiles

Declarat3 de producator /
Declared by anufacturer

PEI 3+5

SR EN IS0 10545-7

8. Rezistenta la alunecare /
Slip resistance

Declaratd de producator /
Declared by anufacturer

Declaratd de producator /
Declared by anufacturer

CEN/TS 16165

9. Rezistenta la inghet /

Conform cerintei//

Rezistd// Resisting

SR EN IS0 10545-12

Frost resistance As required
C. Proprietati chimice/ Chemical properties
1. Rezistenta la patare/ Resistance to
staining
a) Placiglazurate /Glazed tiles min. class 3 min. class 3 SR EN IS0 10545-14
bl Placi neglazurate / Unglazed tiles | DSClaratd de producator/ min. class 3 SR EN 150 10545-14
Declared by anufacturer
2. Rezistenta la produse chimice
menajere / Resistance to household min. class B min. class A SR EN ISO 10545-13

chemicals

3. Rezistenta la acizi si baze de
concentratii mici / Resistance to acids
and bases of low conc.

Declarat3 de producator /
Declared by manufacturer

min. class LA

SR ENISO 10545-13

4. Rezistenta la acizi si baze de
concentratii mari / Resistance to acids
and bases of high conc.

Declarata de producator
Declared by manufacturer

min class HB

SR EN SO 10545-13

5.Emisie de plumb si cadmiu
Lead and Cadmium emissions

Declarata de producator
Declared by manufacturer

Pb < 0,8 mg/dm?
Cd < 0,07 mg/dm?

SR EN SO 10545-15
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AEROQ

Organism pentru Certificarea Conformititii Produselor
SR EN ISO/CEI 17065:2013 Q
Body for Product Conformity Certification
SR EN ISO/CEI 17065:2013

CERTIFICAT DE CONFORMITATE
CERTIFICATE OF CONFORMITY
nr.: 620

. Produsul: PLACI CERAMICE PRESATE USCAT
This is to certify that GRESIE PORTELANATA
cu absorbtie de apa Eso 5%, grupa B la

enil

rioare si/sau exterioare

fabricat de:
manufactured by
cu sediul in:
located at
indeplineste cerinfele din;

Beiusului, nr. 1

iza prin examinarea

ficatului, acordarea
esantioanelor

by examination of
ing, extending,

Renewing certificati
02.08.2019

Cerf ﬁcalz Validiy is conditioned by the aomal survellance s, confrmed by audlt reports and by, product
before the expiry o/ lidity period (3 years).
AEROQ(.

certificrea: wn/amwaﬁi produselor
This Certificate of Cc i ific) for
aonﬁ:mlly certifcation.

GENERAL,
E

Constantin AVRAM

F-141R-96/Ed.9 AEROQ S.A, = Strada Feieacu, nr. 14 B, Sector 1, Bucuresti, Romiinia

AEROQ

Organism pentru Certificarea Conformititii Produselor
SR EN ISO/CEI 17065:2013 q
Body for Product Conformity Certification
SR EN ISO/CEI 17065:2013

CERTIFICAT DE CONFORMITATE
CERTIFICATE OF CONFORMITY

nr.: 150
Produsul: PLACI CERAMICE PRESATE USCAT
This is to certify that FAIANTA; BRAURI S| MEDALIOANE,

cu absorbtie de apa E>10%, grupa B ITI
domeniu de utilizare: finisarea peretilor interiori

fabricat de: SANEX S.A.

manufactured by

cu sediul in:
located at

apoca, Strada Beiusului, nr. 1

indeplineste cerintele din:

fulfils the requirements of

Schema de certificare a pro bi ) Product certification scheme:

2 (schema 4 din SR EN ISO/CEI 2014 / Scheme 4 of SR EN ISO/CEI 2

“Selectia, determinare: i eselor, analiza prin examinarea

dovezilor de confo u « a referi are, acordarea, mentinerea,

extinderea, restrang retragerea. cer c cordarea dreptul
vegher ncercar nelor de pe piata

sis by examination of
maintaining, extending,
the certificate and the
ory, assessment of the

atd prin rapoartele de
valabilitate (3 ani).
orts and by prodct
(3 years).
Acest certificat de conformitate poate fi'retrg e ti regulile AEROO( nerale si specifice) de

i i produselor.
This Certificate of Conformity may be withdrawn or suspended, i are not adhered to AEROQ rules (general and specific) for
conformity certification.

DIRE( NERAL,
GENE!

Constantin AVRAM

F-141M-96/Ed.9 AEROQ 8,A, - Strada Feleacu, nr, 14 B, Seetor 1, Bucuregtl, Roménia

RO‘]\./!ANIIA
MINISTERUL DEZVOLTARII REGIONALE S

ADMINISTRATIEI PUBLICE
CONSILIUL TEHNIC PERMANENT PENTRU CONSTRUCTII

AVIZ TEHNIC

in baza procesului verbal nr. 1-192, din data de 23.05.2019 al Comisici de avizare nr.1
a agrementelor tehnice in constructii:

CONSILIUL TEHNIC PERMANENT PENTRU CONSTRUCTII
AVIZEAZA FAVORABIL:

agrementul tehnic nr. 003-04/464-2019, elaborat d¢ SC PROCEMA CERCETARE SRL
BUCUREST]I, pentru MOZAIC CERAMIC PENTRU PLACAREA PERETILOR
INTERIORI, al carui producitor este SANEX S.A. Cluj-Napoca.

Prezentul AVIZ TEHNIC este valabil pani la data de 23.05.2021 si se poate prelungi in
situatia in care titularul face dovada mentinerii aptitudinii de utilizare a obiectului agrementului tehnic,
conform prevederilor mentionate la cap. ,.condifji” din agrementul tehnic.

Agrementul tehnic este valabil pand la data de 23.05.2022, pentru titular, producitor si

distribuitorii din anexa la agrementul tehnic.

PRESEDINTE AL CONSILIULUI TEHNIC FERMANENT PENTRU CONSTRUCTII

Secretariat Tehnic al CTPC

Gheo%: HASCAU




m Colectii noi / New Collections

ﬁ Protectie antibacterian3 pe viata. / Lifetime antibacterial protection.

placi ceramice pentru pereti / ceramic wall tiles

placi ceramice pentru pardoseli / ceramic floor tiles

gresie portelanata glazurata EN 14411Bla,
E (absorbtie de apa) < 0,5%, rezistent3 la inghet /
glazed porcelain floor tile, EN 14411 Bla, E < 0,5%, frost resistant

decorare digitald CESAROM® / CESAROM® digital printing
rectificat / rectified
rezistenta la alunecare / slip resistance

simbol structurd / structure symbol

Variatii intentionate sau posibile ale culorii, ale design-ului suprafetelor sau
diversitate de culori si structuri. / Intentional or possible color variations
and/or design of the surface or diversity of colors and structures.

fara variatii / without variations
variatii moderate / moderate variations
variatii semnificative / significant variations

variatii mari / great variations

Destinatia pl&cilor n functie de grupa de rezistenta la abraziune (PEI). /
Destination of tiles according to surface abrasion rezistance (PEI).

[2]

cm

]

oF § @ @ @ 2 |

brutto kg

i)

Pardoseli pentru suprafetele de interior pe care se merge cu incaltaminte usoara sau
normald, expuse ocazional unui volum redus de particule abrazive (de exemplu,
camerele de zi ale caselor, cu exceptia bucdtariilor, intrarilor si altor camere care pot
avea un trafic mai intens). Aceste recomandari nu se aplica la inc3l{aminte neobisnuitd
(adicad bocanci cu tinte). / Floor coverings in areas that are walked on by soft soled or
normal footwear with, at the most, occasional small amounts of scratching dirt (e.g.
rooms in the living areas of homes but with the exception of kitchens, entrances, and
other rooms which may have a lot of traffic). This does not apply to unusual footwear i.e.
hobnailed boots).

Pardoseli pentru suprafetele pe care se merge cu incadltdminte normald, foarte adesea
expuse unui volum redus de particule abrazive (de exemplu, bucatarii de locuinte, holuri,
coridoare, balcoane, logii si terase). Aceste prevederi nu se aplica la incaltdminte
neobisnuita (adicd bocanci cu tinte). / Floor coverings in areas that, with normal
footwear, are walked on more often with small amounts of scratching dirt (e.g.
residential kitchens, halls, corridors, balconies, loggias and terraces?. This does not
apply to unusual footwear (i.e. hobnailed boots).

Pardoseli cu circulatie normala expuse unui volum de particule abrazive, astfel incat
conditiile sunt mai severe decat la clasa 3 (de exemplu, intrari, bucdtarii comerciale,
hotel, sali de expozitii]. / Floor coverings that are walked on by regular traffic with some
scratching dirt so that the conditions are more severe than PEI 3 Fe.g. entrances,
commercial kitchens, hotel and exhibition rooms).

Pardoseli care sunt supuse la circulatie pietonala intensa cu un ritm sustinut, cu
particule abrazive, corespunzand conditiilor cele mai severe pentru care pot fi indicate
placile glazurate (de exemplu, zone publice cum ar fi magazine, séli de asteptare in
aeroporturi, foaierele hotelurilor, alei publice si utilizari industriale). / Floor coverings
that are subject to severe pedestrian traffic over sustained periods with some scratching
dirt, so that the conditions are the most severe for which glazed floor tiles may be
suitable (e.g. public areas such as shopping centers, airport concourses, hotel foyers,
public walkways and industrial applications).

dimensiuni placa / tile dimensions
standard / standard

buc/cutie / pcs/box
m?/cutie / m2/box

cutii/palet / boxes/pallet

m?/palet / m?/pallet

kg/cutie / kg/box

kg/palet / kg/pallet
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